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PRODUCT DESCRIPTION
The Elakeview LED Flush Mount offers excellent energy-

saving and seamless lighting performance. Its modern 

and compact design work perfectly for commercial and 
residential applications. 

HIGHLIGHTS
Energy Star, cETL Listed 

Efficacy-80LM/W

CRI > 80

Power Factor > 0.9

5 Selectable CCT 

(2700/3000/3500/4000/5000K) 
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APPLICATIONS
Designed for all commercial and residential applications.

MODEL: FM16IN35WCCT SKU: 900087CCT-BN

LED FLUSH MOUNT 16 IN 
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PRODUCT FEATURES
• LED Saves 70-80% of energy over HID and 50-60% over T8/T5HO 

• Die formed of 24 gauge cold-rolled steel body. 

ORDER SKU MODEL # DIMENSIONS INPUT 
VOLTAGE

POWER
(W)

EFFICACY
(LMW)

DELIVERED 
LUMENS

5 CCT (K) FINISH SIZE

900086CCT-BL 400mm*60mm AC120V 35W 80LMW 2800LM 27/30/35/40/5000K Metallic Black 16 inch

900087CCT-BN AC120V 35W 80LMW 2800LM Brushed Nickel

900088CCT-BL AC120V 18W 80LMW 1440LM Metallic Black

900089CCT-BN AC120V 18W 80LMW 1440LM

ORDERING INFORMATION

LED FLUSH MOUNTLED FLUSH MOUNT

400mm*60mm

300mm*60mm

300mm*60mm

ELAKEVIEW ENTERPRISE LTD.

INPUT 
TYPE WATTS SYSTEM 

EFFICACY LUMENS  CCT (K) TUNABLE CRI VOLTAGE POWER 
FREQ

DIM POWER 
FACTOR

AC 35W 80LMW 2800LM 27/30/35/40/5000K > 80 120V 50/60HZ Brushed Nickel

PRODUCT SPECIFICATIONS

400*60 > .90

(MM)
FINISH

∅40
0MM

(16
")

56(2.2")

60(2.36")

TUNABLE

Built-in Microwave 

dimming sensor

Remote control functions

Brushed nickel finish

Easy to install and operate

Standard 5 years warranty

DIMENSIONS




