
The Elakeview LED Vapor Proof Linear Highbay 
provides high lumen efficacy and energy savings to 
projects in high ceiling applications. This highbay is 
an excellent energy efficient replacement for food 
industry and refrigerated storage rooms. 
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Description

SKU: AA-900077UCCTWVP2

LED Vapor Proof Linear Highbay 4FT 

SKU

AA-900077UCCTWVP2

Model

LHBVP155WUCCTW

DLC Product ID

S-0NGXQE

Voltage

120-347V

Wattage Efficacy

155/185/200W 160LM/W

Lumens

24800/29600/32000LM

CCT

3500/4000/5000K

Size

47.5 x 10.4 x 4.5”

Ordering Information

� Universal Input AC120-347V�
� Multi CCT & Wattage Selectable�
� Class 2; 0-10V Dimming Driver; 

4/6KV Surge Protector, w/
overtemperature protection�

� Efficacy: 160LM/W�
� Long rated lifetime of over 100,000 

hours (L70) 

� Receptacle for Microwave Dimming Sensor 
(Sensor Sold Separately)�

� Operating temp range: -40℃/-40°F to 45°C 
/113°F when fixture is suspended at
least 
18" from ceiling.
-40℃/-40°F to 40°C 
/104°F when fixture is surface mounte�

� IP67, IK10 rated, NEMA, NSF�
� 10-Year Warranty

Features Applications

parking Garages

Gas stations

Dimensions
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SKU: AA-900077UCCTWVP2
LED Vapor Proof Linear Highbay 4FT 

Sold SeparatelyAccessories

SKU: AA-SENMW-ANT9
Microwave Dimming Sensor

Model: RC-100
Wireless Handheld Configuration Tool


