
AASmart Bluetooth Microwave Sensor
SKU: AA-SENMW-ANT3DBLE

Description

The AA-SENMW-ANT3DBLE uses microwave 
detection architecture for improved 360° detection 
coverage and connects over a Bluetooth® Low 
Energy (BLE) mesh network. Dimming levels and 
schedules can be set through the AASmart LED app.

Features

Microwave motion detection.

Bluetooth LE mesh networking.

Plug-and-play 3.5mm connector.

Built for high bay and UFO.

0-10V dimming output.

Flexible reset options.

Ordering Information

Input 

Voltage

SKU Model Description

AA-SENMW-
ANT3DBLE

ANT-3D-BLE-
GE

Microwave 
Bluetooth Sensor

10-15V DC

Dimensions

Microwave 
Frequency

5.8GHz

Dim Control 

Output

PWM

(Gradual 

Change)

Detection 

Range

Max 
40ft/360°

Mounting 

Height

Max 20ft

Bluetooth 

Range

200ft (60m)

Humidity

Max

95% RH

Temperature

-40°C~+70°C

-40°F~+158°F

Applications

Shopping Malls

Warehouses & 
Distribution centers

Parking Garages

Assembly Areas

unit:mm
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AASmart Bluetooth Microwave Sensor

SKU: AA-SENMW-ANT3DBLE

Detection Coverage

Wiring Diagram
Note: Wiring with dimming ballast or LED driver. 

Sensor Functions

Daylight 
Priority

3 levels of light control are offered: 100% dimming light (0, 10%, 30%, 50%) off. Periods of 
selectable waiting time: motion hold-time and 24 hours, selectable daylight threshold and 
freedom of detection area. If the natural light is lower than the light-control setting (10Lux. 
30Lux, 50Lux), the light will not turn automatically on (0, 10%, 30%, 50%). When a person 
enters the room, the light will turn on 100%, after the person leaves the room, the room 
enters stand-by level after hold on time.

Once the device 
powers up, the sensor 
will use factory 
default parameters to 
operate. If 
adjustments are 
needed, RC-106 
Wireless IF 
Configuration tool 
must be used.

With sufficient natural 
light, the light does 
not switch on when 
presence is detected.

With insufficient natural 
light, the sensor 
switches on the light 
automatically when a 
person enters the room.

After hold-time, the light 
dims to stand-by level if 
the surrounding natural 
light is below the 
daylight threshold.

Light switches off 
automatically after the 
stand-by period elapses.  
The lamp never turns off 
with a person in the 
room, even when natural 
light is sufficient.
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